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Item Model Description Links

1 SH-083.FR-ZZ 5-5/8" Multi-Function Showerhead Specification Sheet

2 SH-01.6-ZZ One Piece 6" Shower Arm & Flange Specification Sheet

3 TO-THF1L-30K-ZZ StyleTherm® Trim Only with Single Volume Control Specification Sheet

4 TS-30K-30-ZZ Wall Tub Spout Specification Sheet
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®

Descanso
StyleTherm® 1/2" Thermostatic Shower System

KT04-30K.FR

Dimensions are inches, rounded to 1/16"
[Dimensions in brackets are mm, rounded to 1mm]

Includes
SH-083.FR-ZZ•
SH-01.6-ZZ•
HS-083-30K.FR-ZZ•
TO-THF2L-30K-ZZ•
9129-30K-ZZ•

Specifications subject to change without notice

®

NO TEXT PAST MIDPOINT

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC & DOE•
EPA WaterSense•
Commonwealth of MA•
ADA compliant•

Features
Available in 28 finishes including 13 PVD finishes•
All brass construction•
1/4 turn ceramic disc cartridge(s)•
Flexible braided hoses for ease of installation•

1-1/4" all brass touch style pop up drain assembly•
1.2gpm (4.5 L/min) max flow rate•

XX02

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

KXX-100/-101/-102/-103
Features

Available in 28 finishes including 13 PVD finishes•
All brass construction including sprayhead•
360  rotating spout with magnetic sprayhead docking•
One button control for aerated or spray stream•
Spray jets have easy-to-clean surface•
Quiet polymer-braided hose with rotating joint•
Ceramic disc cartridge•
Max flow rate: 1.8 gpm (6.8 L/min)•

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
Handshower: CEC (1.8 gpm), DOE (1.8 & 2.0 gpm), &•
EPA WaterSense (2.0 gpm)
Commonwealth of MA•
ADA compliant (with lever handles)•
Local codes may require installation of an upstream tempering valve•

Features
Available in 28 finishes including 13 PVD finishes•
All brass construction•
Tub filler: Maximum flow rate: 10 gpm (37 L/min) at 60 psi•
Handshower: Flow rate:2.0 gpm (7.6 L/min) or 1.8 gpm (6.8 L/min)•
Ceramic mixing cartridge•
Handshower holder may be adjusted forward during installation•
Rough valve (9511) sold separately•

XX11 (SHTF)

XX = Denotes handle style

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

KXX-150 (XX= 30, 50, 51)
Features

Available in 28 finishes including 13 PVD finishes•
Brass construction with closed coil stainless steel spring•
360  rotating arm with magnetic sprayhead docking•
One button control for aerated or spray stream•
Spray jets have easy-to-clean surface•
Ceramic disc cartridge•
Max flow rate: 1.8 gpm (6.8 L/min)•

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

KXX-100SQ/-101SQ/-102SQ/-103SQ
Features

Available in 28 finishes including 13 PVD finishes•
All brass construction including sprayhead•
360  rotating spout•
PDS

TM
 "Positive Docking System" secures sprayhead•

Squeeze lever activates spray mode•
Spray jets have easy-to-clean surface•
Quiet polymer-braided hose with rotating joint•
Ceramic disc cartridge•
Max flow rate: 1.8 gpm (6.8 L/min)•

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

KXX-150SQ
Features

Available in 28 finishes including 13 PVD finishes•
Brass construction with closed coil stainless steel spring•
360  rotating arm with magnetic sprayhead docking•
Squeeze lever activates spray mode•
Spray jets have easy-to-clean surface•
Ceramic disc cartridge•
Max flow rate: 1.8 gpm (6.8 L/min)•

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, & NSF 372•
Commonwealth of MA•
ADA compliant (Lever handles only)•

KXX-200/-201
Features

Available in 28 finishes including 13 PVD finishes•
All brass construction•
1/4 turn ceramic disc cartridges•
Dual jointed swing spout•
1/2" FIP inlet for quick connect•
Max flow rate: 4.0 gpm (15.1 L/min) at 60 psi•

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

9620-KXX
Features

Available in 28 finishes including 13 PVD finishes•
All brass construction•
1/4" compression inlet•
Max flow rate: 1.8 gpm (6.8 L/min)•
Ceramic disc cartridge•
Not compatible with RO filter units•

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

9625-KXX
Features

Available in 28 finishes including 13 PVD finishes•
All brass construction•
Insulated to reduce heat to faucet•
Self-Closing handle•
Max flow rate: 1.8 gpm (6.8 L/min)•
Not compatible with RO filter units•
Requires Hot Water Tank (9628SS) sold separately•

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

9623-KXX
Features

Available in 28 finishes including 13 PVD finishes•
All brass construction•
Insulated to reduce heat to faucet•
Self-Closing for hot water•
Max flow rate: 0.5 gpm (1.9 L/min)•
Not compatible with RO filter units•
Requires Hot Water Tank (9628SS) sold separately•

Updated 
2/19/21

Culinary Kitchen Faucet
Squeeze Lever Culinary Kitchen Faucet

Pull-Down Prep/Bar Faucet
Pull-Down Kitchen Faucet - High Arc Spout

Pull-Down Kitchen Faucet - Low Arc Spout
Pull-Down Kitchen Faucet - Quad Spout

Squeeze Lever Pull-Down Kitchen Faucet - Quad Spout
Squeeze Lever Pull-Down Kitchen Faucet - Low Arc Spout

Squeeze Lever Pull-Down Kitchen Faucet - High Arc Spout
Squeeze Lever Pull-Down Prep/Bar Faucet

103SQ

101SQ
100SQ

102SQ

103
102

100
101

150
150SQ

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

Features
Available in 28 finishes including 13 PVD finishes•
All brass construction including sprayhead•
360  rotating spout•
One button control for aerated or spray stream•
Spray jets have easy-to-clean surface•
Quiet polymer-braided hose with rotating joint•
Ceramic disc cartridge•
Max flow rate: 1.8 gpm (6.8 L/min)•

K51-110/-111

Prep Pull-Out Kitchen Faucet
Main Pull-Out Kitchen Faucet K51-110

K51-111

Table Dims
Column Width: 7/16"
Row height: 5/16"

"ZZ" denotes finish, "FR" denotes flow rate

https://cdn.calfaucets.com/uploads/technical/SH-083.FR_sp.pdf
https://cdn.calfaucets.com/uploads/technical/SH-01.6_sp.pdf
https://cdn.calfaucets.com/uploads/technical/TO-THF1L-30K_sp.pdf
https://cdn.calfaucets.com/uploads/technical/TS-30-30_sp.pdf
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®

SHOWERHEAD
5-5/8" MULTI-FUNCTION CONTEMPORARY

SH-083.25
SH-083.20
SH-083.18

DIMENSIONS SHOWN TO NEAREST 1/16"
[DIMENSIONS SHOWN TO NEAREST 1MM]

Codes/Standards
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
CEC (1.8 gpm)•
DOE (2.5, 2.0, & 1.8 gpm)•
Commonwealth of MA•
EPA WaterSense Showerhead (2.0 gpm)•

Features
1/2" FIP inlet•
3 function: rain, air & massage•
Self-cleaning rubber jets•
Solid brass pivot ball & body•
5-5/8" diameter, gray face•
Available in 28 finishes including 13 PVD finishes•
Replace .FR with desired max flow rate:•

SH-083.25 for 2.5 gpm
SH-083.20 for 2.0 gpm
SH-083.18 for 1.8 gpm

SPECIFICATION SUBJECT TO CHANGE WITHOUT NOTICE
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®

Shower Arm
One Piece 6" Shower Arm & Flange

SH-01.6

Dimensions are inches, rounded to 1/16"
[Dimensions in brackets are mm, rounded to 1mm]

Features
Available in 28 finishes including 13 PVD finishes•
All brass construction•

Specifications subject to change without notice

TM

Codes/Standards
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•

NO TEXT PAST MIDPOINT

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC & DOE•
EPA WaterSense•
Commonwealth of MA•
ADA compliant•

Features
Available in 28 finishes including 13 PVD finishes•
All brass construction•
1/4 turn ceramic disc cartridge(s)•
Flexible braided hoses for ease of installation•

1-1/4" all brass touch style pop up drain assembly•
1.2gpm (4.5 L/min) max flow rate•

XX02

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

KXX-100/-101/-102/-103
Features

Available in 28 finishes including 13 PVD finishes•
All brass construction including sprayhead•
360  rotating spout with magnetic sprayhead docking•
One button control for aerated or spray stream•
Spray jets have easy-to-clean surface•
Quiet polymer-braided hose with rotating joint•
Ceramic disc cartridge•
Max flow rate: 1.8 gpm (6.8 L/min)•

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
Handshower: CEC (1.8 gpm), DOE (1.8 & 2.0 gpm), &•
EPA WaterSense (2.0 gpm)
Commonwealth of MA•
ADA compliant (with lever handles)•
Local codes may require installation of an upstream tempering valve•

Features
Available in 28 finishes including 13 PVD finishes•
All brass construction•
Tub filler: Maximum flow rate: 10 gpm (37 L/min) at 60 psi•
Handshower: Flow rate:2.0 gpm (7.6 L/min) or 1.8 gpm (6.8 L/min)•
Ceramic mixing cartridge•
Handshower holder may be adjusted forward during installation•
Rough valve (9511) sold separately•

XX11 (SHTF)

XX = Denotes handle style

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

KXX-150 (XX= 30, 50, 51)
Features

Available in 28 finishes including 13 PVD finishes•
Brass construction with closed coil stainless steel spring•
360  rotating arm with magnetic sprayhead docking•
One button control for aerated or spray stream•
Spray jets have easy-to-clean surface•
Ceramic disc cartridge•
Max flow rate: 1.8 gpm (6.8 L/min)•

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

KXX-100SQ/-101SQ/-102SQ/-103SQ
Features

Available in 28 finishes including 13 PVD finishes•
All brass construction including sprayhead•
360  rotating spout•
PDS

TM
 "Positive Docking System" secures sprayhead•

Squeeze lever activates spray mode•
Spray jets have easy-to-clean surface•
Quiet polymer-braided hose with rotating joint•
Ceramic disc cartridge•
Max flow rate: 1.8 gpm (6.8 L/min)•

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

KXX-150SQ
Features

Available in 28 finishes including 13 PVD finishes•
Brass construction with closed coil stainless steel spring•
360  rotating arm with magnetic sprayhead docking•
Squeeze lever activates spray mode•
Spray jets have easy-to-clean surface•
Ceramic disc cartridge•
Max flow rate: 1.8 gpm (6.8 L/min)•

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, & NSF 372•
Commonwealth of MA•
ADA compliant (Lever handles only)•

KXX-200/-201
Features

Available in 28 finishes including 13 PVD finishes•
All brass construction•
1/4 turn ceramic disc cartridges•
Dual jointed swing spout•
1/2" FIP inlet for quick connect•
Max flow rate: 4.0 gpm (15.1 L/min) at 60 psi•

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

9620-KXX
Features

Available in 28 finishes including 13 PVD finishes•
All brass construction•
1/4" compression inlet•
Max flow rate: 1.8 gpm (6.8 L/min)•
Ceramic disc cartridge•
Not compatible with RO filter units•

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

9625-KXX
Features

Available in 28 finishes including 13 PVD finishes•
All brass construction•
Insulated to reduce heat to faucet•
Self-Closing handle•
Max flow rate: 1.8 gpm (6.8 L/min)•
Not compatible with RO filter units•
Requires Hot Water Tank (9628SS) sold separately•

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

9623-KXX
Features

Available in 28 finishes including 13 PVD finishes•
All brass construction•
Insulated to reduce heat to faucet•
Self-Closing for hot water•
Max flow rate: 0.5 gpm (1.9 L/min)•
Not compatible with RO filter units•
Requires Hot Water Tank (9628SS) sold separately•

Updated 
2/19/21

Culinary Kitchen Faucet
Squeeze Lever Culinary Kitchen Faucet

Pull-Down Prep/Bar Faucet
Pull-Down Kitchen Faucet - High Arc Spout

Pull-Down Kitchen Faucet - Low Arc Spout
Pull-Down Kitchen Faucet - Quad Spout

Squeeze Lever Pull-Down Kitchen Faucet - Quad Spout
Squeeze Lever Pull-Down Kitchen Faucet - Low Arc Spout

Squeeze Lever Pull-Down Kitchen Faucet - High Arc Spout
Squeeze Lever Pull-Down Prep/Bar Faucet

103SQ

101SQ
100SQ

102SQ

103
102

100
101

150
150SQ

Codes/Standards Applicable
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•
NSF 61, NSF 372, CEC, & DOE•
Commonwealth of MA•
ADA compliant•

Features
Available in 28 finishes including 13 PVD finishes•
All brass construction including sprayhead•
360  rotating spout•
One button control for aerated or spray stream•
Spray jets have easy-to-clean surface•
Quiet polymer-braided hose with rotating joint•
Ceramic disc cartridge•
Max flow rate: 1.8 gpm (6.8 L/min)•

K51-110/-111

Prep Pull-Out Kitchen Faucet
Main Pull-Out Kitchen Faucet K51-110

K51-111

Table Dims
Column Width: 7/16"
Row height: 5/16"

®
©
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SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE

TM

Codes/Standards Applicable

•

STYLETHERM TRIM ONLY W/ SINGLE VOLUME CONTROL

TO-THF1L-30K

•
ASSE 1016
ASME A112.18.1/CSA B125.1

Product meets or exceeds the following:

®

TO-THF1L-30F

TO-THF1L-30K_sp_180420

Descanso

ADA compliant
•

1

•

Features
All brass construction•
100 F safety stop button with manual override•
Single integral volume control•
5-1/4" square faceplate; flat profile•
Less head, arm and flange•
Engraved brass temperature ring•
Over 30 finishes including 15 PVD finishes

ALL DIMENSIONS SHOWN TO NEAREST 1/16"

(TO-THF1L-30K SHOWN)



6-5/16" (30)
6-7/16" (30K)

6-3/4" (30)
6-15/16" (30K)

1/2" NPT

  2 5
16 "  

  1"  

1-7/16" (-30)
1-13/16" (-30K)

         THROUGH-HOLE SPECIFICATIONS
  
                MIN          RECOMENDED       MAX

SPOUT:  1"            1-1/4"            1-9/16"

(TS-30K-30 SHOWN)

californiafaucets.com Page 1 TS-30-30_sp_181015

®

Descanso
WALL TUB SPOUT

TS-30-30
TS-30K-30

ALL DIMENSIONS SHOWN TO NEAREST 1/16"

Codes/Standards
Product meets or exceeds the following:

ASME A112.18.1/CSA B125.1•

Features
Maximum 6-7/16" wall to center•
Max flow rate: 16 gpm (60.6 L/m) at 60 psi•
For use with StyleTherm, 3-VR or 2-VR valves•
Solid brass construction•
Over 30 finishes including 15 PVD finishes•

TM

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE
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